
LED Track Light

Product Description

Lamp

Light

CRI

Rated Life

Wattage

Beam Angle

CCT

: LED COB

: >90

: 20,000 HRs

: 10W / 34W / 42W

: 20°/50°

: 2700K/3000K/3500K/4000K

: White, Black, Silver

: Aluminum

: Powder Coated

: 60 - 130

: 70 - 150

: 85 - 160

Body

Color

Material

Painting

10W Dia (mm) - Height (mm)

34W Dia (mm) - Height (mm)

42W Dia (mm) - Height (mm)
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THEMIS

This high-quality track light boasts a tool-free installation and features a zooming mechanism for precise beam control. 
Available in silver, white, and black finishes, it employs a high-quality lens system and aluminum housing for durability. The 
light offers excellent color rendering and minimal glare with a UGR value below 19. It utilizes COB technology for maximum 
efficiency and incorporates passive cooling for optimal performance. With a choice of 2700K, 3000K, or 4000K color 
temperatures and a CRI of at least 90, it ensures accurate color representation. The light source has a lifespan of 
L80/50000 hours and is available in non-dimmable, 1-10V dimmable, or DALI dimmable options. I

Electric

Input Voltage

Output Current

10W Fixture Lumen

34W Fixture Lumen

42W Fixture Lumen

System Efficiency

: AC 220 - 240V/50-60Hz

: Constant Current

: 800lm

: 2720lm

: 3360lm 

: 80lm/w 

Others
Protection :  IP20
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