
Flood Light

Product Description

DIMENSION 100W DIMENSION 200W

Light

Light Source Samsung LED

CRI

Rated Life

Wattage

Beam Angle

CCT 

: 

: >70Ra / >80Ra 

: 50,000 HRs

: 100W | 200W

: 1200

: 3000K | 4000K | 5000K | 5700K | 6500K ( Tunable )  

�[�ü�Þ�æ�˜�Ã�‘�����Ž�«�˜�Ä�Ž�ü�‘: >90%

�T�Ë�ö�˜�Ú�‘�����Ž�«�˜�Ä�Ž�ü�‘: >93%

: Black

: Aluminium

: 282.9 mm - 210 mm - 43.5mm

Body

Color

Heat Radiator

: GlassPanel Material

100W  Length - Width - Height

: 375 mm - 263 mm - 43.5mm200W  Length - Width - Height
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scale commercial or industrial spaces.

Electric

Power factor

Input Voltage 

Operation Frequency 

: >0.9

: AC 220-240V /100-277V

: 50/60 Hz

Output Voltage : DC 460V-480V

Lumen : 140Lm/W

�;�ê�Ã�«�Ä�Ë�ê�Þ�‘�"�½�ê�û: 14000Lm/28000Lm/10000Lm

Harmonic Distortion : <15%

: IP65

Other

Protection

: IK08IK

Storage Temp

: -30 ~ +45 CWorking Temp

®

: -40 ~ +70 C
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